
- ledowy naświetlacz solarny z czujnikiem ruchu i natężenia światła,
- zasilany energią słoneczną,
- posiada 2 tryby pracy: tryb z czujnikiem lub ciągłego świecenia (szereg opcji  

programowanych z pilota),
- długość przewodu pomiędzy źródłem światła a modułem solarnym – 5 m,
- kąt / zasięg detekcji: 120 stopni / 6 m,
- kąt rozsyłu światła oprawy: 120 x 60 stopni,
- moc instalacji fotowoltaicznej: 4,5Wp,
- łatwy montaż dzięki brakowi okablowania,
- zawiera wymienny akumulator: litowo-jonowy 3,7V / 3600mAh,
- nie można wymieniać lamp w oprawie.

- LED solar floodlight with motion sensor and light intensity sensor,
- powered by solar energy,
- 2 operating modes: sensor mode or constant lighting mode 

(programmable via remote),
- cable length between light source and solar module – 5 m,
- detection angle/range:  120 degrees / 6 m,
- light’s beam angle: 120 x 60 degrees,
- photovoltaic power: 4,5Wp,
- easy installation with no wiring required,
- includes a replaceable lithium-ion battery 3,7V / 3600 mAh,
- lamps in the fixture cannot be replaced.

MODEL INDEKS POBÓR 
MOCY [W]

BARWA 
ŚWIATŁA

STRUMIEŃ 
ŚWIETLNY [lm]

WAGA 
NETTO [kg]

PAKOWANIE 
[szt.] KOD EAN

MODEL INDEX POWER [W] LIGHT COLOR LUMINOUS FLUX [lm] NET WEIGHT [kg] PACKING [pcs] BARCODE

SOLAR LED MHCS 10W NB KFNSR10NB 10 NEUTRALNA BIAŁA
NEUTRAL WHITE 1500 0,95 12 5902201359503

10 000 10 000

-20°C

40°C

P R E M I U M   NAŚWIETLACZE LED / LED FLOODLIGHTS

SOLAR LED MHCS  
10W PREMIUM
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