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Før du installerer armaturet, skal du kontrollere, om det fungerer korrekt. Armaturer med 
synlige skader på armatur eller strømforsyning må ikke monteres.
Før du installerer armaturet, skal du afbryde strømforsyningen og følge gældende 
retningslinjer for sikker el-installation.
Et korrekt installeret armatur må kun tilsluttes en korrekt fungerende elektrisk installation.
Den elektriske tilslutning skal udføres af en specialist med en passende autorisation 
til elektrisk  arbejde.
Armaturet bruger ikke-udskiftelige lysdioder. Hvis lysdioderne er beskadigede, skal 
hele armaturet udskiftes.

DK          Produkt: LED CAPRI PROFESSIONAL 
Parametre: 230V, 40W, 50Hz

N – blå; L - brun

OBS!:

Gaminys: LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL

LED CAPRI PROFESSIONAL


