
- obudowa lampy wykonana z aluminium,  
osłona z hartowanego szkła,

- możliwość pionowego lub poziomego  
montażu oprawy,

- możliwość regulacji oprawy o 15 stopni,
- montaż na słupach, wysięgnikach Ø60 mm,
- posiada gniazdo NEMA 5P, na które należy 

zamontować zaślepkę dołączoną do oprawy,
- możliwość regulacji mocy oprawy na zamówienie,
- oprawa zawiera źródła światła o klasie 

energetycznej: B,
- możliwość wymiany źródła światła jedynie przez 

wykwalifikowany personel.

- body made of aluminium, cover made  
of tempered glass,

- a possibility of verical / horizontal fixture’s 
installation,

- a possibility of adjusting the fixture of 15 degrees,
- installation on pilars Ø60 mm,
- with NEMA 5P socket, on which the end cap needs 

to be installed (included),
- possibility of adjusting the power of the fixture  

on request,
- fixture includes lights sources of energy class: B,
- the LED light source can only be replaced by 

qualified personnel.

MODEL INDEKS POBÓR  
MOCY [W]

ROZSYŁ  
ŚWIATŁA

TEMPERATURA 
BARWOWA [K]

STRUMIEŃ 
ŚWIETLNY [lm]

WAGA  
NETTO [kg]

PAKOWANIE 
[szt.] KOD EAN

MODEL INDEX POWER [W] BEAM ANGLE COLOR 
TEMPERATURE [K]

LUMINOUS  
FLUX [lm]

NET  
WEIGHT [kg]

PACKING  
[pcs.] BARCODE

LED MASTER STREET M 80W MB KFMS80MBNB 80 155x80 4000 13600 4,15 1 5902201371222

LED MASTER STREET M 80W WB KFMS80WBNB 80 160x160 4000 13600 4,15 1 5902201371239

66 09 4000K 80 000 DF  0,98 30 000

-30°C

+45°C

P R O F E S S I O N A L  L I N E    OPRAWY ULICZNE / STREET LIGHTING

MASTER STREET M 80W
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5-7 LAT
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5-7 YEARS
WARRANTY

DALI 2 170
lm/W


