
- lampa uliczna z czujnikiem zmierzchu,
- czujnik zmierzchowy włącza lampę, gdy natężenie  

światła wynosi poniżej 30 lx, a wyłącza gdy natężenie  
światła wynosi powyżej 50 lx,  

- obudowa wykonana z aluminium, przesłona z poliwęglanu PC,
- możliwość pionowego lub poziomego montażu oprawy,
- możliwość regulacji oprawy w zakresie ±15 stopni,
- montaż na słupach, wysięgnikach Ø60 mm,
- asymetryczny kąt rozsyłu światła: 75x130 stopni,
- oprawa zawiera źródła światła o klasie energetycznej F,
- możliwość wymiany źródła światła LED jedynie przez 

wykwalifikowany personel.

- LED streetlight with dusk sensor,
- dusk sensor activates the lamp when light intensity drops  

below 30 lx, turns off when light intensity exceeds 50 lx,
- housing made of aluminum, cover made  

of polycarbonate (PC),
- suitable for vertical or horizontal mounting,
- adjustable within a ±15 degree range,
- mountable on poles with a Ø60 mm diameter,
- asymmetric light distribution angle: 75x130 degrees,
- fixture includes light sources with energy efficiency class F,
- LED light source can only be replaced by qualified personnel.

MODEL INDEKS POBÓR  
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ANGLE [°] LIGHT COLOR LUMINOUS  

FLUX [lm]
NET  

WEIGHT [kg]
PACKING  

[pcs] BARCODE

LED CYOTO LX 100W KFCX100NB 100 75x130 NEUTRALNA BIAŁA
NEUTRAL WHIITE 10000 1,18 5 5902201384420

65 08 4000K 36 000 DF  0,95 80   0,5W
Psb

18 000

-40°C

+50°C  

P R E M I U M   OPRAWY ULICZNE / STREET LIGHTING

LED CYOTO LX 100W
3 LATA

GWARANCJI

3 YEARS
WARRANTY

110 75

1694
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